R-3825B EC-1 Johnston County

Project Special Provisions
Erosion Control

STABILIZATION REQUIREMENTS:
(3-11-2016)

Stabilization for this project shall comply with the time frame guidelines as specified by the NCG-
010000 general construction permit effective August 1, 2016 issued by the North Carolina
Department of Environmental Quality Division of Water Resources. Temporary or permanent
ground cover stabilization shall occur within 7 calendar days from the last land-disturbing activity,
with the following exceptions in which temporary or permanent ground cover shall be provided in
14 calendar days from the last land-disturbing activity:

e Slopes between 2:1 and 3:1, with a slope length of 10 ft. or less
e Slopes 3:1 or flatter, with a slope of length of 50 ft. or less
e Slopes 4:1 or flatter

The stabilization timeframe for High Quality Water (HQW) Zones shall be 7 calendar days with
no exceptions for slope grades or lengths. High Quality Water Zones (HQW) Zones are defined
by North Carolina Administrative Code 15A NCAC 04A.0105 (25). Temporary and permanent
ground cover stabilization shall be achieved in accordance with the provisions in this contract
and as directed.

SEEDING AND MULCHING: (East)

The kinds of seed and fertilizer, and the rates of application of seed, fertilizer, and limestone, shall
be as stated below. During periods of overlapping dates, the kind of seed to be used shall be
determined. All rates are in pounds per acre.

All Roadway Areas

March 1 - August 31 September 1 - February 28

50# Tall Fescue 50# Tall Fescue

10# Centipede 10# Centipede

25# Bermudagrass (hulled)  35# Bermudagrass (unhulled)
500# Fertilizer 500# Fertilizer

40004 Limestone 4000# Limestone

Waste and Borrow Locations

March 1 — August 31 September 1 - February 28

75# Tall Fescue 75# Tall Fescue

25# Bermudagrass (hulled)  35# Bermudagrass (unhulled)
500# Fertilizer 500# Fertilizer

4000# Limestone 40004 Limestone
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Note: 50# of Bahiagrass may be substituted for either Centipede or Bermudagrass only upon

Engineer’s request.

06 Dust

2" Millennium
3@ Millennium
Apache Il
Avenger
Barlexas
Barlexas Il
Bar Fa
Barrera
Barrington
Barrobusto
Barvado
Biltmore
Bingo
Bizem
Blackwatch
Blade Runner Il
Bonsai
Braveheart
Bravo
Bullseye
Cannavaro
Catalyst
Cayenne
Cessane Rz
Chipper
Cochise IV
Constitution
Corgi
Corona
Coyote
Darlington
Davinci
Desire
Dominion
Dynamic
Dynasty
Endeavor

Approved Tall Fescue Cultivars

Escalade
Essential
Evergreen 2
Falcon IV
Falcon NG
Falcon V
Faith

Fat Cat
Festnova
Fidelity
Finelawn Elite
Finelawn Xpress
Finesse Il
Firebird
Firecracker LS
Firenza

Five Point
Focus

Forte
Garrison
Gazelle Il
Gold Medallion
Grande 3
Greenbrooks
Greenkeeper
Gremlin
Greystone
Guardian 21
Guardian 41
Hemi

Honky Tonk
Hot Rod
Hunter
Inferno
Innovator
Integrity
Jaguar 3
Jamboree

Justice
Kalahari

Kitty Hawk 2000
Legitimate
Lexington
LSD
Magellan
Matador
Millennium SRP
Monet
Mustang 4
Ninja 2

OI’ Glory
Olympic Gold
Padre
Patagonia
Pedigree
Picasso
Piedmont
Plantation
Proseeds 5301
Prospect

Pure Gold
Quest

Raptor 11
Rebel Exeda
Rebel Sentry
Rebel IV
Regiment 11
Regenerate
Rendition
Rhambler 2 SRP
Rembrandt
Reunion
Riverside
RNP

Rocket
Scorpion

Serengeti
Shelby
Sheridan
Signia
Silver Hawk
Sliverstar
Shenandoah Elite
Sidewinder
Skyline
Solara
Southern Choice Il
Speedway
Spyder LS
Sunset Gold
Taccoa
Tanzania
Trio

Tahoe Il
Talladega
Tarheel
Terrano
Titan Itd
Titanium LS
Tracer
Traverse SRP
Tulsa Time
Turbo

Turbo RZ
Tuxedo RZ
Ultimate
Venture
Umbrella
Van Gogh
Watchdog
Wolfpack Il
Xtremegreen
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On cut and fill slopes 2:1 or steeper Centipede shall be applied at the rate of 5 pounds per acre and
add 20# of Sericea Lespedeza from January 1 - December 31.

Fertilizer shall be 10-20-20 analysis. A different analysis of fertilizer may be used provided the
1-2-2 ratio is maintained and the rate of application adjusted to provide the same amount of plant
food as a 10-20-20 analysis and as directed.

Native Grass Seeding and Mulching (East)

Native Grass Seeding and Mulching shall be performed on the disturbed areas of wetlands and
riparian areas, and adjacent to Stream Relocation construction within a 50 foot zone on both sides
of the stream or depression, measured from top of stream bank or center of depression. The stream
bank of the stream relocation shall be seeded by a method that does not alter the typical cross
section of the stream bank. Native Grass Seeding and Mulching shall also be performed in the
permanent soil reinforcement mat section of preformed scour holes, and in other areas as directed.

The kinds of seed and fertilizer, and the rates of application of seed, fertilizer, and limestone, shall
be as stated below. During periods of overlapping dates, the kind of seed to be used shall be
determined. All rates are in pounds per acre.

March 1 - August 31 September 1 - February 28

18# Creeping Red Fescue 18# Creeping Red Fescue
6# Indiangrass 6# Indiangrass

8# Little Bluestem 8# Little Bluestem

A# Switchgrass 4# Switchgrass

25# Browntop Millet 35# Rye Grain

500# Fertilizer 500# Fertilizer

4000#  Limestone 4000# Limestone

Approved Creeping Red Fescue Cultivars:
Aberdeen Boreal Epic Cindy Lou
Fertilizer shall be 10-20-20 analysis. A different analysis of fertilizer may be used provided the
1-2-2 ratio is maintained and the rate of application adjusted to provide the same amount of plant
food as a 10-20-20 analysis and as directed.
Native Grass Seeding and Mulching shall be performed in accordance with Section 1660 of the
Standard Specifications and vegetative cover sufficient to restrain erosion shall be installed
immediately following grade establishment.

Measurement and Payment

Native Grass Seeding and Mulching will be measured and paid for in accordance with Article
1660-8 of the Standard Specifications.
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TEMPORARY SEEDING:

Fertilizer shall be the same analysis as specified for Seeding and Mulching and applied at the rate
of 400 pounds and seeded at the rate of 50 pounds per acre. Sweet Sudan Grass, German Millet
or Browntop Millet shall be used in summer months and Rye Grain during the remainder of the
year. The Engineer will determine the exact dates for using each kind of seed.

FERTILIZER TOPDRESSING:

Fertilizer used for topdressing on all roadway areas except slopes 2:1 and steeper shall be 10-20-
20 grade and shall be applied at the rate of 500 pounds per acre. A different analysis of fertilizer
may be used provided the 1-2-2 ratio is maintained and the rate of application adjusted to provide
the same amount of plant food as 10-20-20 analysis and as directed.

Fertilizer used for topdressing on slopes 2:1 and steeper and waste and borrow areas shall be 16-
8-8 grade and shall be applied at the rate of 500 pounds per acre. A different analysis of fertilizer
may be used provided the 2-1-1 ratio is maintained and the rate of application adjusted to provide
the same amount of plant food as 16-8-8 analysis and as directed.

SUPPLEMENTAL SEEDING:

The kinds of seed and proportions shall be the same as specified for Seeding and Mulching, with
the exception that no centipede seed will be used in the seed mix for supplemental seeding. The
rate of application for supplemental seeding may vary from 25# to 75# per acre. The actual rate
per acre will be determined prior to the time of topdressing and the Contractor will be notified in
writing of the rate per acre, total quantity needed, and areas on which to apply the supplemental
seed. Minimum tillage equipment, consisting of a sod seeder shall be used for incorporating seed
into the soil as to prevent disturbance of existing vegetation. A clodbuster (ball and chain) may
be used where degree of slope prevents the use of a sod seeder.

MOWING:
The minimum mowing height on this project shall be 4 inches.

All areas seeded and mulched shall be tacked with asphalt. Crimping of straw in lieu of asphalt
tack shall not be allowed on this project.

CRIMPING STRAW MULCH:

Crimping shall be required on this project adjacent to any section of roadway where traffic is to be
maintained or allowed during construction. In areas within six feet of the edge of pavement, straw
is to be applied and then crimped. After the crimping operation is complete, an additional
application of straw shall be applied and immediately tacked with a sufficient amount of undiluted
emulsified asphalt.

Straw mulch shall be of sufficient length and quality to withstand the crimping operation.

5/14/2018



R-3825B EC-5 Johnston County

Crimping equipment including power source shall be subject to the approval of the Engineer
providing that maximum spacing of crimper blades shall not exceed 8".

LAWN TYPE APPEARANCE:

All areas adjacent to lawns must be hand finished as directed to give a lawn type appearance.
Remove all trash, debris, and stones %" and larger in diameter or other obstructions that could
interfere with providing a smooth lawn type appearance. These areas shall be reseeded to match
their original vegetative conditions, unless directed otherwise by the Field Operations Engineer.

REFORESTATION:

Description

Reforestation will be planted within interchanges and along the outside borders of the road, and in
other areas as directed. Reforestation is not shown on the plan sheets. See the Reforestation Detail
Sheet.

All non-maintained riparian buffers impacted by the placement of temporary fill or clearing
activities shall be restored to the preconstruction contours and revegetated with native woody
species.

The entire Reforestation operation shall comply with the requirements of Section 1670 of the
Standard Specifications.

Materials

Reforestation shall be bare root seedlings 12"-18" tall.

Construction Methods

Reforestation shall be shall be planted as soon as practical following permanent Seeding and
Mulching. The seedlings shall be planted in a 16-foot wide swath adjacent to mowing pattern line,
or as directed.

Root dip: The roots of reforestation seedlings shall be coated with a slurry of water, and either a
fine clay (kaolin) or a superabsorbent that is designated as a bare root dip. The type, mixture ratio,
method of application, and the time of application shall be submitted to the Engineer for approval.
With the approval of the Engineer, seedlings may be coated before delivery to the job or at the
time of planting, but at no time shall the roots of the seedlings be allowed to dry out. The roots

shall be moistened immediately prior to planting.

Seasonal Limitations: Reforestation shall be planted from November 15 through March 15.
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Measurement and Payment

Reforestation will be measured and paid for in accordance with Article 1670-17 of the Standard
Specifications.

RESPONSE FOR EROSION CONTROL.:

Description

Furnish the labor, materials, tools and equipment necessary to move personnel, equipment, and
supplies to the project necessary for the pursuit of any or all of the following work as shown herein,
by an approved subcontractor.

Section Erosion Control Item Unit
1605 Temporary Silt Fence LF
1606 Special Sediment Control Fence LF/TON
1615 Temporary Mulching ACR
1620 Seed - Temporary Seeding LB
1620 Fertilizer - Temporary Seeding TN
1631 Matting for Erosion Control SY

SP Coir Fiber Mat SY
1640 Coir Fiber Baffles LF
SP Permanent Soil Reinforcement Mat SY
1660 Seeding and Mulching ACR
1661 Seed - Repair Seeding LB
1661 Fertilizer - Repair Seeding TON
1662 Seed - Supplemental Seeding LB
1665 Fertilizer Topdressing TON
SP Safety/Highly Visible Fencing LF
SP Response for Erosion Control EA

Construction Methods
Provide an approved subcontractor who performs an erosion control action as described in the

NPDES Inspection Form SPPP30. Each erosion control action may include one or more of the
above work items.
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Measurement and Payment

Response for Erosion Control will be measured and paid for by counting the actual number of
times the subcontractor moves onto the project, including borrow and waste sites, and satisfactorily
completes an erosion control action described in Form 1675. The provisions of Article 104-5 of
the Standard Specifications will not apply to this item of work.

Payment will be made under:

Pay Item Pay Unit
Response for Erosion Control Each

ENVIRONMENTALLY SENSITIVE AREAS:

Description

This project is located in an Environmentally Sensitive Area. This designation requires special
procedures to be used for clearing and grubbing, temporary stream crossings, and grading
operations within the Environmentally Sensitive Areas identified on the plans and as designated
by the Engineer. This also requires special procedures to be used for seeding and mulching and
staged seeding within the project.

The Environmentally Sensitive Area shall be defined as a 50-foot buffer zone on both sides of the
stream or depression measured from top of streambank or center of depression.

Construction Methods

(A)

(B)

Clearing and Grubbing

In areas identified as Environmentally Sensitive Areas, the Contractor may perform
clearing operations, but not grubbing operations until immediately prior to beginning
grading operations as described in Article 200-1 of the Standard Specifications. Only
clearing operations (not grubbing) shall be allowed in this buffer zone until immediately
prior to beginning grading operations. Erosion control devices shall be installed
immediately following the clearing operation.

Grading

Once grading operations begin in identified Environmentally Sensitive Areas, work shall
progress in a continuous manner until complete. All construction within these areas shall
progress in a continuous manner such that each phase is complete and areas are
permanently stabilized prior to beginning of next phase. Failure on the part of the
Contractor to complete any phase of construction in a continuous manner in
Environmentally Sensitive Areas will be just cause for the Engineer to direct the suspension
of work in accordance with Article 108-7 of the Standard Specifications.
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(C)  Temporary Stream Crossings

Any crossing of streams within the limits of this project shall be accomplished in
accordance with the requirements of Subarticle 107-12 of the Standard Specifications.

(D)  Seeding and Mulching

Seeding and mulching shall be performed in accordance with Section 1660 of the Standard
Specifications and vegetative cover sufficient to restrain erosion shall be installed
immediately following grade establishment.

Seeding and mulching shall be performed on the areas disturbed by construction
immediately following final grade establishment. No appreciable time shall lapse into the
contract time without stabilization of slopes, ditches and other areas within the
Environmentally Sensitive Areas.

(E)  Stage Seeding
The work covered by this section shall consist of the establishment of a vegetative cover
on cut and fill slopes as grading progresses. Seeding and mulching shall be done in stages
on cut and fill slopes that are greater than 20 feet in height measured along the slope, or
greater than 2 acres in area. Each stage shall not exceed the limits stated above.

Additional payments will not be made for the requirements of this section, as the cost for this work
shall be included in the contract unit prices for the work involved.

MINIMIZE REMOVAL OF VEGETATION:

The Contractor shall minimize removal of vegetation within project limits to the maximum extent
practicable. Vegetation along stream banks and adjacent to other jurisdictional resources outside
the construction limits shall only be removed upon approval of Engineer. No additional payment
will be made for this minimization work.

STOCKPILE AREAS:

The Contractor shall install and maintain erosion control devices sufficient to contain sediment
around any erodible material stockpile areas as directed.

ACCESS AND HAUL ROADS:

At the end of each working day, the Contractor shall install or re-establish temporary diversions
or earth berms across access/haul roads to direct runoff into sediment devices. Silt fence sections
that are temporarily removed shall be reinstalled across access/haul roads at the end of each
working day.
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WASTE AND BORROW SOURCES:

Payment for temporary erosion control measures, except those made necessary by the Contractor’s
own negligence or for his own convenience, will be paid for at the appropriate contract unit price
for the devices or measures utilized in borrow sources and waste areas.

No additional payment will be made for erosion control devices or permanent seeding and
mulching in any commercial borrow or waste pit. All erosion and sediment control practices that
may be required on a commercial borrow or waste site will be done at the Contractor’s expense.

All offsite Staging Areas, Borrow and Waste sites shall be in accordance with “Borrow and Waste
Site Reclamation Procedures for Contracted Projects” located at:

http://www.ncdot.gov/doh/operations/dp chief eng/roadside/fieldops/downloads/Files/Contracte
dReclamationProcedures.pdf

All forms and documents referenced in the “Borrow and Waste Site Reclamation Procedures for
Contracted Projects” shall be included with the reclamation plans for offsite staging areas, and
borrow and waste sites.

TEMPORARY DIVERSION:

This work consists of installation, maintenance, and cleanout of Temporary Diversions in
accordance with Section 1630 of the Standard Specifications. The quantity of excavation for
installation and cleanout will be measured and paid for as Silt Excavation in accordance with
Acrticle 1630-3 of the Standard Specifications.

CLEAN WATER DIVERSION:

Description

This work consists of installing, maintaining, and removing any and all material required for the
construction of clean water diversions. The clean water diversions shall be used to direct water
flowing from offsite around/away from specific area(s) of construction.

Materials

Refer to Division 10

Item Section
Geotextile for Soil Stabilization, Type 4 1056

Construction Methods

The Contractor shall install the clean water diversions in accordance with the details in the plans
and at locations indicated in the plans, and as directed. Upon installation, the excavated material
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shall be immediately stabilized as provided in Section 1620 of the Standard Specifications. Other
stabilization methods may be utilized with prior approval from the Engineer.

Line clean water diversion with geotextile unrolled in the direction of flow and lay smoothly but
loosely on soil surface without creases. Bury top of slope geotextile edge in a trench at least 5"
deep and tamp securely. Make vertical overlaps a minimum of 18" with upstream geotextile
overlapping the downstream geotextile.

Secure geotextile with eleven gauge wire staples shaped into a u shape with a length of not less
than 6" and a throat not less than 1" in width. Place staples along outer edges and throughout the
geotextile a maximum of 3 ft. horizontally and vertically.

Measurement and Payment

Silt Excavation will be measured and paid for in accordance with Article 1630-4 of the Standard
Specifications.

Geotextile for Soil Stabilization will be measured and paid for in accordance with Article 270-4 of
the Standard Specifications.

Stabilization of the excavated material will be paid for as Temporary Seeding as provided in
Section 1620 of the Standard Specifications.

Such price and payment shall be considered full compensation for all work covered by this section
including all materials, construction, maintenance, and removal of the clean water diversions.

SAFETY FENCE AND JURISDICTIONAL FLAGGING:

Description

Safety Fence shall consist of furnishing materials, installing and maintaining polyethylene or
polypropylene fence along the outside riparian buffer, wetland, or water boundary, or other
boundaries located within the construction corridor to mark the areas that have been approved to
infringe within the buffer, wetland, endangered vegetation, culturally sensitive areas or water. The
fence shall be installed prior to any land disturbing activities.

Interior boundaries for jurisdictional areas noted above shall be delineated by stakes and highly
visible flagging.

Jurisdictional boundaries at staging areas, waste sites, or borrow pits, whether considered outside
or interior boundaries shall be delineated by stakes and highly visible flagging.

Materials

(A)  Safety Fencing
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Polyethylene or polypropylene fence shall be a highly visible preconstructed safety fence approved
by the Engineer. The fence material shall have an ultraviolet coating.

Either wood posts or steel posts may be used. Wood posts shall be hardwood with a wedge or
pencil tip at one end, and shall be at least 5 ft. in length with a minimum nominal 2" x 2” cross
section. Steel posts shall be at least 5 ft. in length, and have a minimum weight of 0.85 Ib/ft of
length.

(B)  Boundary Flagging

Wooden stakes shall be 4 feet in length with a minimum nominal 3/4” x 1-3/4” cross section. The
flagging shall be at least 1”” in width. The flagging material shall be vinyl and shall be orange in
color and highly visible.

Construction Methods

No additional clearing and grubbing is anticipated for the installation of this fence. The fence shall
be erected to conform to the general contour of the ground.

(A)  Safety Fencing

Posts shall be set at a maximum spacing of 10 ft., maintained in a vertical position and hand set or
set with a post driver. Posts shall be installed a minimum of 2 ft. into the ground. If hand set, all
backfill material shall be thoroughly tamped. Wood posts may be sharpened to a dull point if
power driven. Posts damaged by power driving shall be removed and replaced prior to final
acceptance. The tops of all wood posts shall be cut at a 30-degree angle. The wood posts may, at
the option of the Contractor, be cut at this angle either before or after the posts are erected.

The fence geotextile shall be attached to the wood posts with one 2" galvanized wire staple across
each cable or to the steel posts with wire or other acceptable means.

Place construction stakes to establish the location of the safety fence in accordance with Article
105-9 or Article 801-1 of the Standard Specifications. No direct pay will be made for the staking
of the safety fence. All stakeouts for safety fence shall be considered incidental to the work being
paid for as “Construction Surveying”, except that where there is no pay item for construction
surveying, all safety fence stakeout will be performed by state forces.

The Contractor shall be required to maintain the safety fence in a satisfactory condition for the
duration of the project as determined by the Engineer.

(B)  Boundary Flagging
Boundary flagging delineation of interior boundaries shall consist of wooden stakes on 25 feet

maximum intervals with highly visible orange flagging attached. Stakes shall be installed a
minimum of 6” into the ground. Interior boundaries may be staked on a tangent that runs parallel
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to buffer but must not encroach on the buffer at any location. Interior boundaries of hand clearing
shall be identified with a different colored flagging to distinguish it from mechanized clearing.

Boundary flagging delineation of interior boundaries will be placed in accordance with Article
105-9 or Article 801-1 of the Standard Specifications. No direct pay will be made for delineation
of the interior boundaries. This delineation will be considered incidental to the work being paid
for as Construction Surveying, except that where there is no pay item or construction surveying
the cost of boundary flagging delineation shall be included in the unit prices bid for the various
items in the contract. Installation for delineation of all jurisdictional boundaries at staging areas,
waste sites, or borrow pits shall consist of wooden stakes on 25 feet maximum intervals with highly
visible orange flagging attached. Stakes shall be installed a minimum of 6 into the ground.
Additional flagging may be placed on overhanging vegetation to enhance visibility but does not
substitute for installation of stakes.

Installation of boundary flagging for delineation of all jurisdictional boundaries at staging areas,
waste sites, or borrow pits shall be performed in accordance with Subarticle 230-4(B)(5) or
Subarticle 802-2(F) of the Standard Specifications. No direct pay will be made for this delineation,
as the cost of same shall be included in the unit prices bid for the various items in the contract.

The Contractor shall be required to maintain alternative stakes and highly visible flagging in a
satisfactory condition for the duration of the project as determined by the Engineer.

Measurement and Payment

Safety Fence will be measured and paid as the actual number of linear feet of polyethylene or
polypropylene fence installed in place and accepted. Such payment will be full compensation
including but not limited to furnishing and installing fence geotextile with necessary posts and post
bracing, staples, tie wires, tools, equipment and incidentals necessary to complete this work.

Payment will be made under:

Pay Item Pay Unit
Safety Fence Linear Foot

PERMANENT SOIL REINFORCEMENT MAT:

Description

This work consists of furnishing and placing Permanent Soil Reinforcement Mat, of the type
specified, over previously prepared areas as directed.

Materials
The product shall be a permanent erosion control reinforcement mat and shall be constructed of

synthetic or a combination of coconut and synthetic fibers evenly distributed throughout the mat
between a bottom UV stabilized netting and a heavy duty UV stabilized top net. The matting shall
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be stitched together with UV stabilized polypropylene thread to form a permanent three-
dimensional structure. The mat shall have the following minimum physical properties:

Property Test Method Value Unit
Light Penetration ASTM D6567 9 %
Thickness ASTM D6525 0.40 in
Mass Per Unit Area ASTM D6566 0.55 Ib/sy
Tensile Strength ASTM D6818 385 Ib/ft
Elongation (Maximum) ASTM D6818 49 %
Resiliency ASTM D1777 >70 %
UV Stability * ASTM D4355 >80 %
Porosity (Permanent Net) ECTC Guidelines >85 %
Maximum Permissible Shear Performance Bench >8.0 Ib/ft?
Stress (Vegetated) Test

Maximum Allowable Velocity Performance Bench >16.0 ft/s
(Vegetated) Test

*ASTM D1682 Tensile Strength and % strength retention of material after 1000 hours of exposure.
Submit a certification (Type 1, 2, or 3) from the manufacturer showing:

(A)  the chemical and physical properties of the mat used, and
(B)  conformance of the mat with this specification.

Construction Methods
Matting shall be installed in accordance with Subarticle 1631-3(B) of the Standard Specifications.

All areas to be protected with the mat shall be brought to final grade and seeded in accordance
with Section 1660 of the Standard Specifications. The surface of the soil shall be smooth, firm,
stable and free of rocks, clods, roots or other obstructions that would prevent the mat from lying
in direct contact with the soil surface. Areas where the mat is to be placed will not need to be
mulched.

Measurement and Payment

Permanent Soil Reinforcement Mat will be measured and paid for as the actual number of square
yards measured along the surface of the ground over which Permanent Soil Reinforcement Mat is
installed and accepted. Overlaps will not be included in the measurement, and will be considered
as incidental to the work. Such payment shall be full compensation for furnishing and installing
the mat, including overlaps, and for all required maintenance.

Payment will be made under:

Pay Item Pay Unit
Permanent Soil Reinforcement Mat Square Yard
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SKIMMER BASIN WITH BAFFLES: (East)

Description

Provide a skimmer basin to remove sediment from construction site runoff at locations shown in
the erosion control plans. See the Skimmer Basin with Baffles Detail sheet provided in the erosion
control plans. Work includes constructing sediment basin, installation of temporary slope drain
pipe and coir fiber baffles, furnishing, installation and cleanout of skimmer, providing and placing
stone pad on bottom of basin underneath skimmer device, providing and placing a geotextile
spillway liner, providing coir fiber mat stabilization for the skimmer outlet, disposing of excess
materials, removing temporary slope drain, coir fiber baffles, geotextile liner and skimmer device,
backfilling basin area with suitable material and providing proper drainage when basin area is
abandoned.

Materials
Item Section
Stone for Erosion Control, Class B 1042
Geotextile for Soil Stabilization, Type 4 1056
Fertilizer for Temporary Seeding 1060-2
Seed for Temporary Seeding 1060-4
Seeding and Mulching 1060-4
Matting for Erosion Control 1060-8
Staples 1060-8
Coir Fiber Mat 1060-14
Temporary Slope Drain 1622-2
Coir Fiber Baffle 1640

Provide appropriately sized and approved skimmer device.

Provide Schedule 40 PVC pipe with a length of 6 ft. to attach to the skimmer and the coupling
connection to serve as the arm pipe. For skimmer sizes of 2.5 in. and smaller, the arm pipe diameter
shall be 1.5 inches. For skimmer sizes of 3 in. and larger, refer to manufacturer recommendation.

Provide 4” diameter Schedule 40 PVC pipe to attach to coupling connection of skimmer to serve
as the barrel pipe through the earthen dam.

The geotextile for the spillway liner shall meet the following minimum physical properties for low
permeability, woven polypropylene geotextiles:

Property Test Method Value Unit
Tensile Strength ASTM D-4632 315 Ib.
Tensile Elongation (Maximum) ASTM D-4632 15 %
Trapezoidal Tear ASTM D-4533 120 Ibs.
CBR Puncture ASTM D-6241 900 Ibs.
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UV Resistance ASTM D-4355 70 %

(% retained at 500 hrs.)

Apparent Opening Size (AQS) ASTM D-4751 40 US Std. Sieve
Permittivity ASTM D-4491 0.05 sec?t

Water Flow Rate ASTM D-4491 4 gal/min/ft?

Anchors: Staples, stakes, or reinforcement bars shall be used as anchors.
Wooden Stakes:

Provide hardwood stakes 12"- 24" long with a 2" x 2" nominal square cross section. One
end of the stake must be sharpened or beveled to facilitate driving through the coir fiber
mat and down into the underlying soil. The other end of the stake needs to have a 1"- 2"
long head at the top with a 1"- 2" notch following to catch and secure the coir fiber mat.

Steel Reinforcement Bars:

Provide uncoated #10 steel reinforcement bars 24" nominal length. The bars shall have a
4" diameter bend at one end with a 4" straight section at the tip to catch and secure the coir
fiber mat.

Staples:

Provide staples made of 0.125" diameter new steel wire formed into a u shape not less than
12" in length with a throat of 1" in width.

Construction Methods

Excavate basin according to the erosion control plans with basin surface free of obstructions,
debris, and pockets of low-density material. Install temporary slope drain pipe and construct the
primary spillway according to the Skimmer Basin with Baffles Detail sheet in the erosion control
plans. Temporary slope drain pipe at inlet of basin may be replaced by Type 4 geotextile as
directed. Construct the coir fiber baffles according to Roadway Standard Drawings No. 1640.01
and Section 1640 of the Standard Specifications.

Install skimmer device according to manufacturer recommendations. Install 4” Schedule 40 PVC
pipe into dam on the lower side of basin 1 ft. from the bottom of the basin and according to the
detail, and extend the pipe so the basin will drain. Attach a 6 ft. arm pipe to the coupling connection
and skimmer according to manufacturer recommendations. The coupling shall be rigid and non-
buoyant and not exceed a diameter of 4” and 12” in length. Attach the rope included with the
skimmer to the tee between the vent socket and the tube inlet, and the other end to a wooden stake
or metal post. Clean out skimmer device when it becomes clogged with sediment and/or debris
and is unable to float at the top of water in skimmer basin. Take appropriate measures to avoid ice
accumulation in the skimmer device. Construct a stone pad of Class B stone directly underneath
the skimmer device at bottom of basin. The pad shall be a minimum of 12 in height, and shall
have a minimum cross sectional area of 4 ft. by 4 ft.
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Line primary spillway with low permeability polypropylene geotextile unrolled in the direction of
flow and lay smoothly but loosely on soil surface without creases. Bury edges of geotextile in a
trench at least 5 deep and tamp firmly. If geotextile for the primary spillway is not one continuous
piece of material, make horizontal overlaps a minimum of 18" with upstream geotextile
overlapping the downstream geotextile. Secure geotextile with eleven gauge wire staples shaped
into a u shape with a length of not less than 12" and a throat not less than 1" in width. Place staples
along outer edges and throughout the geotextile a maximum of 3 ft. horizontally and vertically.
Geotextile shall be placed to the bottom and across the entire width of the basin according to the
Skimmer Basin with Baffles detail. Place sealant inside basin around barrel pipe on top of
geotextile with a minimum width of 6 in.

At the skimmer outlet, provide a smooth soil surface free from stones, clods, or debris that will
prevent contact of the coir fiber matting with the soil. Unroll the matting and apply without
stretching such that it will lie smoothly but loosely on the soil surface. Wooden stakes,
reinforcement bars, or staples may be used as anchors in accordance with the details in the plans
and as directed. Place anchors across the matting at the ends approximately 1 ft. apart. Place
anchors along the outer edges and down the center of the matting 3 ft. apart.

All bare side slope sections of the skimmer basin shall be seeded with a temporary or permanent
seed mix as directed and in accordance with Articles 1620-3, 1620-4, 1620-5, 1660-4, 1660-5 and
1660-7 of the Standard Specifications. Straw or excelsior matting shall be installed on all bare
side slope sections immediately upon the completion of seeding and in accordance with Article
1631-3 of the Standard Specifications.

Measurement and Payment

Silt Excavation will be measured and paid for in accordance with Article 1630-4 of the Standard
Specifications, as calculated from the typical section throughout the length of the basin as shown
on the final approved plans.

Geotextile for Soil Stabilization will be measured and paid for in accordance with Article 270-4 of
the Standard Specifications.

Low Permeability Geotextile will be measured and paid for as the actual number of square yards
measured along the surface of the spillway over which the geotextile is installed and accepted.

Coir Fiber Baffles will be measured and paid for in accordance with Article 1640-4 of the Standard
Specifications.

__ " Skimmer will be measured in units of each.  ” Skimmer will be measured and paid for as the
maximum number of each size skimmer acceptably installed and in use at any one time during the
life of the project. Barrel and arm pipe, cleanout, relocation and reinstallation of  ” Skimmer is
considered incidental to the measurement of the quantity of _ ” Skimmer and no separate payment
will be made. No separate payment shall be made if _ ” Skimmer, barrel and/or arm pipe(s) are
damaged by ice accumulation.
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Coir Fiber Mat will be measured and paid for as the actual number of square yards measured along
the surface of the ground over which coir fiber mat is installed and accepted.

Temporary Slope Drain will be measured and paid for in accordance with Article 1622-4 of the
Standard Specifications.

Stone for Erosion Control, Class __ will be measured and paid for in accordance with Article
1610-4 of the Standard Specifications.

Seeding and Mulching will be measured and paid for in accordance with Article 1660-8 of the
Standard Specifications.

Seed for Temporary Seeding will be measured and paid for in accordance with Article 1620-6 of
the Standard Specifications.

Fertilizer for Temporary Seeding will be measured and paid for in accordance with Article 1620-
6 of the Standard Specifications.

Matting for Erosion Control will be measured and paid for in accordance with Article 1631-4 of
the Standard Specifications.

No measurement will be made for other items or for over excavation or stockpiling.

Payment will be made under:

Pay Item Pay Unit

__" Skimmer Each

Coir Fiber Mat Square Yard

Low Permeability Geotextile Square Yard
TIERED SKIMMER BASIN WITH BAFFLES: (East)
Description

Provide a tiered skimmer basin to remove sediment from construction site runoff at locations
shown in the erosion control plans. See the Tiered Skimmer Basin Detail sheet provided in the
erosion control plans. Tiered Skimmer Basins shall be installed in areas where topography creates
a large elevation difference between the inlet and outlet of a single skimmer basin. Work includes
constructing sediment basins, installation of coir fiber baffles, installation of temporary slope drain
pipe, furnishing, installation and cleanout of skimmer, providing and placing stone pad on bottom
of basin underneath skimmer device, providing and placing geotextile spillway liners, providing
coir fiber mat stabilization for the skimmer outlet, disposing of excess materials, removing
temporary slope drain pipe, coir fiber baffles, geotextile liner and skimmer device, backfilling
basin area with suitable material and providing proper drainage when basin area is abandoned.
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Materials
Item Section
Stone for Erosion Control, Class B 1042
Fertilizer for Temporary Seeding 1060-2
Seed for Temporary Seeding 1060-4
Seeding and Mulching 1060-4
Matting for Erosion Control 1060-8
Staples 1060-8
Coir Fiber Mat 1060-14
Temporary Slope Drain 1622-2
Coir Fiber Baffle 1640

Provide appropriately sized and approved skimmer device.

Provide Schedule 40 PVC pipe with a length of 6 ft. to attach to the skimmer and the coupling
connection to serve as the arm pipe. For skimmer sizes of 2.5 in. and smaller, the arm pipe diameter
shall be 1.5 inches. For skimmer sizes of 3 in. and larger, refer to manufacturer recommendation.

Provide 4” diameter Schedule 40 PVC pipe to attach to coupling connection of skimmer to serve
as the barrel pipe through the earthen dam.

The geotextile for the spillway liner shall meet the following minimum physical properties for low
permeability, woven polypropylene geotextiles:

Property Test Method Value Unit

Tensile Strength ASTM D-4632 315 Ib.

Tensile Elongation (Maximum) ASTM D-4632 15 %
Trapezoidal Tear ASTM D-4533 120 Ibs.

CBR Puncture ASTM D-6241 900 Ibs.

UV Resistance ASTM D-4355 70 %

(% retained at 500 hrs.)

Apparent Opening Size (AOS) ASTM D-4751 40 US Std. Sieve
Permittivity ASTM D-4491 0.05 sect

Water Flow Rate ASTM D-4491 4 gal/min/ft?

Anchors: Staples, stakes, or reinforcement bars shall be used as anchors.
Wooden Stakes:
Provide hardwood stakes 12"- 24" long with a 2" x 2" nominal square cross section. One
end of the stake must be sharpened or beveled to facilitate driving through the coir fiber

mat and down into the underlying soil. The other end of the stake needs to have a 1"- 2"
long head at the top with a 1"- 2" notch following to catch and secure the coir fiber mat.
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Steel Reinforcement Bars:

Provide uncoated #10 steel reinforcement bars 24" nominal length. The bars shall have a
4" diameter bend at one end with a 4" straight section at the tip to catch and secure the coir
fiber mat.

Staples:

Provide staples made of 0.125" diameter new steel wire formed into a u shape not less than
12" in length with a throat of 1" in width.

Construction Methods

Excavate basins according to the erosion control plans with basin surface free of obstructions,
debris, and pockets of low-density material. Install temporary slope drain pipe and construct the
primary spillways according to the Tiered Skimmer Basin Detail sheet in the erosion control plans.
Construct the coir fiber baffles according to Roadway Standard Drawings No. 1640.01 and Section
1640 of the Standard Specifications. Multiple upper basins, or Modified Silt Basins Type ‘B’ as
labeled on the detail, may be required based on site conditions and as directed.

Install skimmer device according to manufacturer recommendations. Install 4” Schedule 40 PVC
pipe into dam on the lower side of basin 1 ft. from the bottom of the basin and according to the
detail, and extend the pipe so the basin will drain. Attach a 6 ft. arm pipe to the coupling connection
and skimmer according to manufacturer recommendations. The coupling shall be rigid and non-
buoyant and not exceed a diameter of 4” and 12” in length. Attach the rope included with the
skimmer to the tee between the vent socket and the tube inlet, and the other end to a wooden stake
or metal post. Clean out skimmer device when it becomes clogged with sediment and/or debris
and is unable to float at the top of water in skimmer basin. Take appropriate measures to avoid ice
accumulation in the skimmer device. Construct a stone pad of Class B stone directly underneath
the skimmer device at bottom of basin. The pad shall be a minimum of 12” in height, and shall
have a minimum cross sectional area of 4 ft. by 4 ft.

Line primary spillways with low permeability polypropylene geotextile unrolled in the direction
of flow and lay smoothly but loosely on soil surface without creases. Bury edges of geotextile in
a trench at least 5" deep and tamp firmly. If geotextile for primary spillways is not one continuous
piece of material, make horizontal overlaps a minimum of 18" with upstream geotextile
overlapping the downstream geotextile. Secure geotextile with eleven gauge wire staples shaped
into a u shape with a length of not less than 12" and a throat not less than 1" in width. Place staples
along outer edges and throughout the geotextile a maximum of 3 ft. horizontally and vertically.
Geotextile shall be placed to the bottom and across the entire width of the basin according to the
Tiered Skimmer Basin with Baffles detail.

At the skimmer outlet, provide a smooth soil surface free from stones, clods, or debris that will
prevent contact of the coir fiber matting with the soil. Unroll the matting and apply without
stretching such that it will lie smoothly but loosely on the soil surface. Wooden stakes,
reinforcement bars, or staples may be used as anchors in accordance with the details in the plans
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and as directed. Place anchors across the matting at the ends approximately 1 ft. apart. Place
anchors along the outer edges and down the center of the matting 3 ft. apart. Place sealant inside
basin around barrel pipe on top of geotextile with a minimum width of 6 in.

All bare side slope sections of the skimmer basin shall be seeded with a temporary or permanent
seed mix as directed and in accordance with Articles 1620-3, 1620-4, 1620-5, 1660-4, 1660-5 and
1660-7 of the Standard Specifications. Straw or excelsior matting shall be installed on all bare
side slope sections immediately upon the completion of seeding and in accordance with Article
1631-3 of the Standard Specifications.

Measurement and Payment

Silt Excavation will be measured and paid for in accordance with Article 1630-4 of the Standard
Specifications, as calculated from the typical section throughout the length of the basin as shown
on the final approved plans.

Low Permeability Geotextile will be measured and paid for as the actual number of square yards
measured along the surface of the spillway over which the geotextile is installed and accepted.

Coir Fiber Baffles will be measured and paid for in accordance with Article 1640-4 of the Standard
Specifications.

__ " Skimmer will be measured in units of each.  ” Skimmer will be measured and paid for as the
maximum number of each size skimmer acceptably installed and in use at any one time during the
life of the project. Barrel and arm pipe, cleanout, relocation and reinstallation of _ ” Skimmer is
considered incidental to the measurement of the quantity of " Skimmer and no separate payment
will be made. No separate payment shall be made if _ ” Skimmer, barrel and/or arm pipe(s) are
damaged by ice accumulation.

Coir Fiber Mat will be measured and paid for as the actual number of square yards measured along
the surface of the ground over which coir fiber mat is installed and accepted.

Temporary Slope Drain will be measured and paid for in accordance with Article 1622-4 of the
Standard Specifications.

Stone for Erosion Control, Class __ will be measured and paid for in accordance with Article
1610-4 of the Standard Specifications.

Seeding and Mulching will be measured and paid for in accordance with Article 1660-8 of the
Standard Specifications.

Seed for Temporary Seeding will be measured and paid for in accordance with Article 1620-6 of
the Standard Specifications.

Fertilizer for Temporary Seeding will be measured and paid for in accordance with Article 1620-
6 of the Standard Specifications.
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Matting for Erosion Control will be measured and paid for in accordance with Article 1631-4 of
the Standard Specifications.

No measurement will be made for other items or for over excavation or stockpiling.

Payment will be made under:

Pay Item Pay Unit
__" Skimmer Each
Coir Fiber Mat Square Yard
Low Permeability Geotextile Square Yard

COIR FIBER WATTLES WITH POLYACRYLAMIDE (PAM):

Description

Coir Fiber Wattles are tubular products consisting of coir fibers (coconut fibers) encased in coir
fiber netting. Coir Fiber Wattles are used on slopes or channels to intercept runoff and act as a
velocity break. Coir Fiber Wattles are to be placed at locations shown on the plans or as directed.
Installation shall follow the detail provided in the plans and as directed. Work includes furnishing
materials, installation of coir fiber wattles, matting installation, PAM application, and removing
wattles.

Materials
Coir Fiber Wattle shall meet the following specifications:
100% Coir (Coconut) Fibers

Minimum Diameter 12 in.
Minimum Density 3.5 Ib/ftd +/- 10%

Net Material Coir Fiber

Net Openings 2in.x 2in.

Net Strength 90 Ibs.

Minimum Weight 2.6 Ibs./ft. +/- 10%

Anchors: Stakes shall be used as anchors.
Wooden Stakes:
Provide hardwood stakes a minimum of 2-ft. long with a 2 in. x 2 in. nominal square cross
section. One end of the stake must be sharpened or beveled to facilitate driving down into

the underlying soil.

Matting shall meet the requirements of Article 1060-8 of the Standard Specifications, or shall meet
specifications provided elsewhere in this contract.
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Provide staples made of 0.125™ diameter new steel wire formed into a u shape not less than 12" in
length with a throat of 1" in width.

Polyacrylamide (PAM) shall be applied in powder form and shall be anionic or neutrally charged.
Soil samples shall be obtained in areas where the wattles will be placed, and from offsite material
used to construct the roadway, and analyzed for the appropriate PAM flocculant to be utilized with
each wattle. The PAM product used shall be listed on the North Carolina Department of
Environmental Quality Division of Water Resources web site as an approved PAM product for use
in North Carolina.

Construction Methods

Coir Fiber Wattles shall be secured to the soil by wire staples approximately every 1 linear foot
and at the end of each section of wattle. A minimum of 4 stakes shall be installed on the
downstream side of the wattle with a maximum spacing of 2 linear feet along the wattle, and
according to the detail. Install a minimum of 2 stakes on the upstream side of the wattle according
to the detail provided in the plans. Stakes shall be driven into the ground a minimum of 10 in.
with no more than 2 in. projecting from the top of the wattle. Drive stakes at an angle according
to the detail provided in the plans.

Only install coir fiber wattle(s) to a height in ditch so flow will not wash around wattle and scour
ditch slopes and according to the detail provided in the plans and as directed. Overlap adjoining
sections of wattles a minimum of 6 in.

Installation of matting shall be in accordance with the detail provided in the plans, and in
accordance with Article 1631-3 of the Standard Specifications, or in accordance with
specifications provided elsewhere in this contract.

Apply PAM over the lower center portion of the coir fiber wattle where the water is going to flow
over at a rate of 2 ounces per wattle, and 1 ounce of PAM on matting on each side of the wattle.
PAM applications shall be done during construction activities after every rainfall event that is
equal to or exceeds 0.50 in.

The Contractor shall maintain the coir fiber wattles until the project is accepted or until the wattles
are removed, and shall remove and dispose of silt accumulations at the wattles when so directed
in accordance with the requirements of Section 1630 of the Standard Specifications.

Measurement and Payment
Coir Fiber Wattles will be measured and paid for by the actual number of linear feet of wattles
which are installed and accepted. Such price and payment will be full compensation for all work

covered by this section, including, but not limited to, furnishing all materials, labor, equipment
and incidentals necessary to install the Coir Fiber Wattles.
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Matting will be measured and paid for in accordance with Article 1631-4 of the Standard
Specifications, or in accordance with specifications provided elsewhere in this contract.

Polyacrylamide(PAM) will be measured and paid for by the actual weight in pounds of PAM
applied to the coir fiber wattles. Such price and payment will be full compensation for all work
covered by this section, including, but not limited to, furnishing all materials, labor, equipment
and incidentals necessary to apply the Polyacrylamide(PAM).

Payment will be made under:

Pay Item Pay Unit
Polyacrylamide(PAM) Pound
Coir Fiber Wattle Linear Foot
WATTLE BARRIER:
(5-20-13) 1630
Description

Wattle barriers are tubular products consisting of excelsior fibers encased in natural or synthetic
netting and used at the toe of fills or on slopes to intercept runoff. Wattle barriers are to be placed
at locations shown on the plans or as directed. Installation shall follow the detail provided in the
plans and as directed. Work includes furnishing materials, installation, maintenance and removing
wattle barriers.

Materials

Wattle shall meet the following specifications:

Inner Material 100% Curled Wood (Excelsior) Fibers
Minimum Diameter 18"

Minimum Length 10 ft.

Minimum Density 2.9 Ib./c.f.+ 10%

Net Material Synthetic

Net Openings 1" x 1"

Net Configuration Totally Encased

Minimum Weight 5 Ib./ft. £ 10%

Stakes shall be used as anchors. Provide hardwood stakes a minimum of 2-ft long with
a 2" x 2" nominal square cross section. One end of the stake shall be sharpened or beveled to
facilitate driving down into the underlying soil.

Provide staples made of 0.125" diameter new steel wire formed into a U-shape not less than 12" in
length with a throat of 1" in width.
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Construction Methods

Align wattle barriers in an overlapping and alternating pattern. Excavate a trench the entire length
of each wattle with a depth of 2" to 3" for the wattle to be placed. Secure wattle barriers to the soil
by wire staples approximately every linear foot and at the end of each wattle. Install at least 4
stakes on the downslope side of the wattle with a maximum spacing of 2 linear feet; and according
to the detail. Install at least 2 stakes on the upslope side of the wattle barrier according to the detail
provided in the plans. Drive stakes into the ground at least 10" with no more than 2" projecting
from the top of the wattle. Drive stakes at an angle according to the detail provided in the plans.

For wattle barriers used to reduce runoff velocity for large slopes, use a maximum spacing of 25
ft. for the barrier measured along the slope.

Maintain the wattle barriers until the project is accepted or until the wattle barriers are removed,
and remove and dispose of silt accumulations at the wattle barriers when so directed in accordance
with Section 1630 of the Standard Specifications.

Measurement and Payment

Wattle Barrier will be measured and paid as the actual number of linear feet of wattles installed
and accepted. Such price and payment will be full compensation for all work covered by this
provision, including, but not limited to, furnishing all materials, labor, equipment and incidentals
necessary to install the wattle barrier.

Payment will be made under:

Pay Item Pay Unit
Wattle Barrier Linear Foot

TEMPORARY ROCK SILT CHECK TYPE A WITH EXCELSIOR MATTING AND
POLYACRYLAMIDE (PAM):

Description

Temporary Rock Silt Checks Type A with Excelsior Matting and Polyacrylamide (PAM) are
devices utilized in temporary and permanent ditches to reduce runoff velocity and incorporate
PAM into the construction runoff to increase settling of sediment particles and reduce turbidity of
runoff. Temporary Rock Silt Checks Type A with Excelsior Matting and PAM are to be placed at
locations shown on the plans or as directed. Installation shall follow the detail provided in the
plans and as directed. Work includes furnishing materials, installation of Temporary Rock Silt
Checks Type A, matting installation, PAM application, and removing Temporary Rock Silt Checks
Type A with Excelsior Matting and PAM.
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Materials

Structural stone shall be class B stone that meets the requirements of Section 1042 of the Standard
Specifications for Stone for Erosion Control, Class B.

Sediment control stone shall be #5 or #57 stone, which meets the requirements of Section 1005 of
the Standard Specifications for these stone sizes.

Matting shall meet the requirements of Excelsior Matting in Subarticle 1060-8(B) of the Standard
Specifications, or shall meet specifications provided elsewhere in this contract.

Polyacrylamide (PAM) shall be applied in powder form and shall be anionic or neutrally charged.
Soil samples shall be obtained in areas where the Temporary Rock Silt Checks Type A with
Excelsior Matting and PAM will be placed, and from offsite material used to construct the
roadway, and analyzed for the appropriate PAM flocculant to be utilized with each Temporary
Rock Silt Check Type A. The PAM product used shall be listed on the North Carolina Department
of Environmental Quality Division of Water Resources web site as an approved PAM product for
use in North Carolina.

Construction Methods

Temporary Rock Silt Checks Type A shall be installed in accordance with Subarticle 1633-3(A)
of the Standard Specifications, Roadway Standard Drawing No. 1633.01 and the detail provided
in the plans.

Installation of matting shall be in accordance with the detail provided in the plans, and anchored
by placing Class B stone on top of the matting at the upper and lower ends.

Apply PAM at a rate of 4 ounces over the center portion of the Temporary Rock Silt Checks Type
A and matting where the water is going to flow over. PAM applications shall be done during
construction activities and after every rainfall event that is equal to or exceeds 0.50 in.

The Contractor shall maintain the Temporary Rock Silt Checks Type A with Excelsior Matting
and PAM until the project is accepted or until the Temporary Rock Silt Checks Type A with
Excelsior Matting and PAM are removed, and shall remove and dispose of silt accumulations at
the Temporary Rock Silt Checks Type A with Excelsior Matting and PAM when so directed in
accordance with the requirements of Section 1630 of the Standard Specifications.

Measurement and Payment
Temporary Rock Silt Checks Type A will be measured and paid for in accordance with Article
1633-5 of the Standard Specifications, or in accordance with specifications provided elsewhere in

this contract.

Matting will be measured and paid for in accordance with Article 1631-4 of the Standard
Specifications, or in accordance with specifications provided elsewhere in this contract.
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Polyacrylamide(PAM) will be measured and paid for by the actual weight in pounds of PAM
applied to the Temporary Rock Silt Checks Type A. Such price and payment will be full
compensation for all work covered by this section, including, but not limited to, furnishing all
materials, labor, equipment and incidentals necessary to apply the Polyacrylamide(PAM).

Payment will be made under:

Pay Item Pay Unit
Polyacrylamide(PAM) Pound

BORROW PIT DEWATERING BASIN:
(3-17-09) (Rev 3-2-11)

Description

Water discharge from borrow pit sites shall not cause surface waters to exceed 50 NTUs
(nephelometric turbidity unit) in streams not designated as trout waters and 10 NTUSs in streams,
lakes or reservoirs designated as trout waters. For lakes and reservoirs not designated as trout
waters, the turbidity shall not exceed 25 NTUs. If the turbidity exceeds these levels due to natural
background conditions, the existing turbidity level shall not be increased.

Construct, maintain and remove earth embankments used to reduce turbidity from dewatering
borrow sites. Work includes providing porous coir fiber baffle, filtration geotextile, stone and
outlet structures; cleaning out, maintaining, removing and disposing of the borrow pit dewatering
basin and all components; and reshaping, dressing, seeding and mulching the area.

Materials

Refer to Division 10

Item Section
Riprap, Class A, B, 1, and 2 1042
Geotextile for Drainage, Type 2 1056
Coir Fiber Baffle 1640-2

Use suitable excavated materials, as specified in Sections 225, 230 and 240 of the Standard
Specifications in the construction of earth embankments for borrow pit dewatering basins, except
where otherwise specified.

Construction Methods

Construct borrow pit dewatering basins according to the detail in the erosion control plans, and at
locations shown on Reclamation Plans or in areas as directed.
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The volume of the borrow pit dewatering basin will be based on a 2 hour retention time. The pump
rate shall not exceed 1,000 GPM. The Contractor, at his option, may use a greater retention time
for managing turbidity.

The straight line distance between the inlet and outlet shall be divided to include a forebay chamber
in the upper quarter cell. Install one porous coir fiber baffle across the full width of the basin to
delineate the forebay chamber. Do not use earthen or rock baffle. Install filtration geotextile on
the interior side slopes and the floor of the forebay.

The water pumped from the borrow pit into the dewatering basin shall be obtained from the top of
the water column and shall be discharged into the forebay in a non-erodible manner.

The borrow pit dewatering basin outlet shall be a vertical non-perforated riser pipe or flash board
riser attached with a watertight connection to a barrel that carries the water through the
embankment.

Maintenance and Removal

Maintain the borrow pit dewatering basin, coir fiber baffle, and remove and dispose of silt
accumulations in accordance with Article 1630-3 of the Standard Specifications. The Contractor
may include a drain device for maintenance and removal at his discretion.

Remove the borrow pit dewatering basin once dewatering operations are completed. Grade, seed,
and mulch the area after removal of the borrow pit dewatering basin in accordance with Section
1660 of the Standard Specifications. The area shall be stabilized with an approved groundcover
before final acceptance of the site.

Measurement and Payment

No direct payment will be made for borrow pit dewatering basins with the exception of the work
of silt removal during dewatering basin operation and the work of seeding and mulching after
removal of the dewatering basin. All other work and materials required for installation,
maintenance and removal of borrow pit dewatering basins shall be incidental to Borrow
Excavation. Such price and payments will be full compensation for the work of constructing,
maintaining and removing the borrow pit dewatering basin including, but not limited to, the
construction and removal of the borrow pit dewatering basin; furnishing of the outlet structure,
baffle, filtration geotextile, stone and optional drain devices; and removal of all such items once
dewatering operations are completed.

Removal and disposal of silt accumulations during dewatering operations will be measured and
paid at the contract unit price per cubic yard for Silt Excavation in accordance with Article 1630-
4 of the Standard Specifications.

Grading, seeding, and mulching the area after removal of the borrow pit dewatering basin will be

measured and paid at the contract unit price per acre for Seeding and Mulching in accordance with
Section 1660-8 of the Standard Specifications.
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IMPERVIOUS DIKE:

Description

This work consists of furnishing, installing, maintaining, and removing an Impervious Dike for the
purpose of diverting normal stream flow around the construction site. The Contractor shall
construct an impervious dike in such a manner approved by the Engineer. The impervious dike
shall not permit seepage of water into the construction site or contribute to siltation of the stream.
The impervious dike shall be constructed of an acceptable material in the locations noted on the
plans or as directed.

Materials

Acceptable materials shall include but not be limited to sheet piles, sandbags, and/or the placement
of an acceptable size stone lined with polypropylene or other impervious geotextile.

Earth material shall not be used to construct an impervious dike when it is in direct contact with
the stream unless vegetation can be established before contact with the stream takes place.

Measurement and Payment

Impervious Dike will be measured and paid as the actual number of linear feet of impervious
dike(s) constructed, measured in place from end to end of each separate installation that has been
completed and accepted. Such price and payment will be full compensation for all work including
but not limited to furnishing materials, construction, maintenance, and removal of the impervious
dike.

Payment will be made under:

Pay Item Pay Unit
Impervious Dike Linear Foot

TEMPORARY PIPE FOR CULVERT CONSTRUCTION:

Description

This work consists of furnishing, installing, maintaining and removing any and all temporary
pipe used on this project in conjunction with the culvert construction.

Construction Methods
The Contractor shall install temporary pipe in locations shown on the plans in such a manner

approved by the Engineer. The temporary pipe shall provide a passageway for the stream through
the work-site. The minimum size requirements will be as stated on the erosion control plans.
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Measurement and Payment

__" Temporary Pipe will be measured and paid for at the contract unit price per linear foot of
temporary pipe approved by the Engineer and measured in place from end to end. Such price and
payment will be full compensation for all work covered by this section including but not limited
to furnishing all materials required for installation, construction, maintenance, and removal of
temporary pipe.

Payment will be made under:

Pay Item Pay Unit
__" Temporary Pipe Linear Foot

COIR FIBER MAT:

Description

Furnish material, install and maintain coir fiber mat in locations shown on the plans or in locations
as directed. Work includes providing all materials, excavating and backfilling, and placing and
securing coir fiber mat with stakes, steel reinforcement bars or staples as directed.

Materials
ltem Section
Coir Fiber Mat 1060-14

Anchors: Stakes, reinforcement bars, or staples shall be used as anchors.

Wooden Stakes:

Provide hardwood stakes 12"- 24" long with a 2" x 2" nominal square cross section. One
end of the stake must be sharpened or beveled to facilitate driving through the coir fiber
mat and down into the underlying soil. The other end of the stake needs to have a 1"- 2"
long head at the top with a 1"- 2" notch following to catch and secure the coir fiber mat.
Steel Reinforcement Bars:

Provide uncoated #10 steel reinforcement bars 24" nominal length. The bars shall have a
4" diameter bend at one end with a 4" straight section at the tip to catch and secure the coir
fiber mat.

Staples:

Provide staples made of 0.125" diameter new steel wire formed into a u shape not less than
12" in length with a throat of 1" in width.
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Construction Methods

Place the coir fiber mat immediately upon final grading. Provide a smooth soil surface free from
stones, clods, or debris that will prevent the contact of the mat with the soil. Unroll the mat and
apply without stretching such that it will lie smoothly but loosely on the soil surface.

For stream relocation applications, take care to preserve the required line, grade, and cross section
of the area covered. Bury the top slope end of each piece of mat in a narrow trench at least 6 in.
deep and tamp firmly. Where one roll of matting ends and a second roll begins, overlap the end
of the upper roll over the buried end of the second roll so there is a 6 in. overlap. Construct check
trenches at least 12 in. deep every 50 ft. longitudinally along the edges of the mat or as directed.
Fold over and bury mat to the full depth of the trench, close and tamp firmly. Overlap mat at least
6 in. where 2 or more widths of mat are installed side by side.

Place anchors across the mat at the ends approximately 1 ft. apart. Place anchors along the outer
edges and down the center of the mat 3 ft. apart.

Adjustments in the trenching or anchoring requirements to fit individual site conditions may be
required.

Measurement and Payment

Coir Fiber Mat will be measured and paid for as the actual number of square yards measured along
the surface of the ground over which coir fiber mat is installed and accepted.

No measurement will be made for anchor items.
Payment will be made under:

Pay Item Pay Unit
Coir Fiber Mat Square Yard

FLOATING TURBIDITY CURTAIN:

Description

This work consists of furnishing a Floating Turbidity Curtain to deter silt suspension and
movement of silt particles during construction. The floating turbidity curtain shall be constructed
at locations as directed.

Materials

The curtain material shall be made of a tightly woven nylon, plastic or other non-deteriorating
material meeting the following specifications:
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Property Value

Grab tensile strength *md-370 Ibs *cd-250 lbs
Mullen burst stength 480 psi

Trapezoid tear strength *md-100 Ibs *cd-60 Ibs
Apparent opening size 70 US standard sieve
Percent open area 4% permittivity 0.28 sec-1

*md - machine direction
*cd - cross machine direction

In the event that more than one width of fabric is required, a 6" overlap of the material shall also
be required.

The curtain material shall be supported by a flotation material having over 29 Ibs/ft buoyancy. The
floating curtain shall have a 5/16" galvanized chain as ballast and dual 5/16" galvanized wire ropes
with a heavy vinyl coating as load lines.

Construction Methods

The Contractor shall maintain the Floating Turbidity Curtain in a satisfactory condition until its
removal is requested by the Engineer. The curtain shall extend to the bottom of the jurisdictional
resource. Anchor the curtain according to manufacturer recommendations.

Measurement and Payment

Floating Turbidity Curtain will be measured and paid for as the actual number of square yards of
curtain furnished as specified and accepted. Such price and payment will be full compensation for
the work as described in this section including but not limited to furnishing all materials, tools,
equipment, and all incidentals necessary to complete the work.

Payment will be made under:

Pay Item Pay Unit
Floating Turbidity Curtain Square Yard
COMPOST BLANKET:
(8-23-17)
Description

This work shall consist of furnishing, installing, maintaining, and seeding a water permeable
Compost Blanket to reduce soil erosion and sediment by promoting the establishment of vegetation
on sandy soils where vegetation is difficult to establish.
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Materials

Compost:

Compost used for Compost Blankets shall be weed free and derived from a well-decomposed
source of organic matter. The compost shall be produced using an aerobic composting process
meeting CFR 503 regulations, including time and temperature data indicating effective weed seed,
pathogen, and insect larvae kill. The compost shall be free of any refuse, contaminants or other
materials toxic to plant growth. Non-composted products will not be accepted. Test methods for
the items below should follow USCC TMECC guidelines for laboratory procedures:

1.

2.

pH between 5.0-8.0 in accordance with TMECC 04.11-A, “Electrometric pH
Determinations for Compost".

For seeded Compost Blankets, seed should be incorporated at the time of application in the
entire depth of the compost blanket, at rates per foot, per square yard, or per acre, as
acceptable to the engineer. The following particle sizes shall also be followed: 100%
passing a 2" sieve; 99% passing a 1" sieve; minimum of 60% passing a %2" sieve. All other
testing parameters remain the same. The seeding rates are generally similar or slightly
higher than those used when considering application of seed via hydroseeding or other
seeding methods.

Moisture content of less than 60% in accordance with standardized test methods for
moisture determination.

Material shall be relatively free (<1% by dry weight) of inert or foreign man made
materials.

A sample shall be submitted to the engineer for approval prior to being used and must
comply with all local, state and federal regulations.

Construction Methods

1.

w

Compost Blankets will be placed as directed. Unless otherwise specified, Compost
Blankets should be installed at a minimum depth of 1".

The Compost Blanket shall be seeded at time of installation for establishment of permanent
vegetation. The Engineer will specify seeding requirements.

Compost Blankets are not to be used in direct flow situations or in runoff channels.

The type and rate of seed, fertilizer and lime shall be in accordance with the Seeding and
Mulching provisions of this contract and as directed.

Maintenance

1.

2.
3.

The Contractor shall perform routine inspections and maintain the Compost Blanket in a
functional condition at all times.

Where the Compost Blanket fails, it will be routinely repaired.

The Compost Blanket will be seeded on site, at rates and seed types as determined by the
Engineer. Once vegetation is established, final seeding is not required.
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Performance

1. The Contractor is responsible for establishing a working erosion control system and may,
with approval of the Engineer, work outside the minimum construction requirements as
needed.

2. Where the Compost Blanket deteriorates or fails, it will be repaired or replaced with a more
effective approved alternative.

Measurement and Payment

The Contractor shall provide the Engineer with proof that a minimum 1" thick Compost Blanket
has been applied after settling. This rate equals approximately 270 cubic yards of compost material
per acre of application area. The Contractor shall supply satisfactory evidence that the specified
amount of material has been effectively placed (i.e., truck load tickets).

Compost Blanket will be measured and paid for as the actual number of acres measured along the
surface of the ground over which the Compost Blanket is installed and accepted.

Payment will be made under:

Pay Item Pay Unit
Compost Blanket Acre
CONCRETE WASHOUT STRUCTURE:
(12-05-16)
Description

Concrete washout structures are enclosures above or below grade to contain concrete waste water
and associated concrete mix from washing out ready-mix trucks, drums, pumps, or other
equipment. Concrete washouts must collect and retain all the concrete washout water and solids,
so that this material does not migrate to surface waters or into the ground water. These enclosures
are not intended for concrete waste not associated with wash out operations.

The concrete washout structure may include constructed devices above or below ground and or
commercially available devices designed specifically to capture concrete waste water.

Materials
Item Section
Temporary Silt Fence 1605

Safety Fence shall meet the specifications as provided elsewhere in this contract.

Geomembrane basin liner shall meet the following minimum physical properties for low
permeability; it shall consist of a polypropylene or polyethylene 10 mil think geomembrane. If the
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minimum setback dimensions can be achieved the liner is not required. (5 feet above groundwater,
50 feet from top of bank of perennial stream, other surface water body, or wetland.)

Construction Methods

Build an enclosed earthen berm or excavate to form an enclosure in accordance with the details
and as directed.

Install temporary silt fence around the perimeter of the enclosure in accordance with the details
and as directed if structure is not located in an area where existing erosion and sedimentation
control devices are capable to containing any loss of sediment.

Post a sign with the words “Concrete Washout” in close proximity of the concrete washout area,
so itis clearly visible to site personnel. Install safety fence as directed for visibility to construction
traffic.

The construction details for the above grade and below grade concrete washout structures can be
found on the following web page link:

http://www.ncdot.gov/doh/operations/dp chief eng/roadside/soil water/details/

Alternate details for accommodating concrete washout may be submitted for review and approval.
The alternate details shall include the method used to retain and dispose of the concrete waste
water within the project limits and in accordance with the minimum setback requirements. (5 feet
above groundwater, 50 feet from top of bank of perennial stream, other surface water body, or
wetland.)

Maintenance and Removal

Maintain the concrete washout structure(s) to provide adequate holding capacity plus a minimum
freeboard of 12 inches. Remove and dispose of hardened concrete and return the structure to a
functional condition after reaching 75% capacity.

Inspect concrete washout structures for damage and maintain for effectiveness.

Remove the concrete washout structures and sign upon project completion. Grade the earth
material to match the existing contours and permanently seed and mulch area.

Measurement and Payment
Concrete Washout Structure will be paid for per each enclosure installed in accordance with the

details. If alternate details are approved then those details will also be paid for per each approved
and installed device.
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Temporary Silt Fence will be measured and paid for in accordance with Article 1605-5 of the
Standard Specifications.

No measurement will be made for other items or for over excavation or stockpiling.
Payment will be made under:

Pay Item Pay Unit
Concrete Washout Structure Each

FABRIC INSERT INLET PROTECTION DEVICE (HIGH FLOW)
(6-29-17)

Description

This work shall consist of installing, maintaining, and removing Fabric Insert Inlet Protection
Device, of the type specified, in inlet structures (catch basins, drop inlets, etc) in areas where
asphalt or concrete may prevent the proper installation of a Rock Inlet Sediment Traps Type C,
or as directed.

Materials

The product shall be a fabric inlet protection device composed of a fitted woven polypropylene
geotextile double sewn with nylon thread suspended sack. The Fabric Insert Inlet Protection
Device shall be manufactured to fit the opening of the catch basin or drop inlet or shall have a
deflector to direct runoff from the curb opening into the fabric sack. The Fabric Insert Inlet
Protection Device shall have a rigid frame or support system to support the loaded weight of the
product. The product shall have lifting loops for removing the device from the basin and will have
dump straps attached at the bottom to facilitate the emptying of the device. The Fabric Insert Inlet
Protection Device shall have an overflow system to allow stormwater to enter the inlet structure
and avoid ponding on the roadway when the device reaches capacity

The stitching shall meet the following physical properties:

Physical Test Method English
Average Wide Width Strength ASTM D-4884 165 Ib/in

The fitted filter assembly shall have the following physical properties:

Physical Test Method English
Grab Tensile ASTM D-4632 255 x 275 Ibs
Minimum Puncture Strength ASTM D-4833 125 Ibs
Mullen Burst ASTM D-3786 420 PSI
Minimum UV Resistance ASTM D-4355 70 %.
Flow Rate ASTM D-4491 200 gal/min/ft?
Apparent Opening ASTM D-4751 20 US Sieve
Permittivity ASTM D-4491 1.5 sec?
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Construction Methods

Strictly comply with manufacturer’s installation instructions and recommendations. Maintenance
shall include regular daily inspections and after each qualifying rain event. The Fabric Insert Inlet
Protection Device shall be emptied, cleaned and placed back into the basin when it reaches 50%
capacity or as directed.

Measurement and Payment

This work will be paid for at the contract unit price per Fabric Insert Inlet Protection Device of
the type specified, complete in place and accepted. Such payment shall be full compensation for
furnishing and installing the Fabric Insert Inlet Protection Device in accordance with this
specification and for all required maintenance.

Maintenance of the device, cleanout and disposal of accumulated sediments shall be paid for by
Fabric Insert Inlet Protection Device Cleanout.

Payment will be made under:

Pay Item Pay Unit
Fabric Insert Inlet Protection Device Each
Fabric Insert Inlet Protection Device Cleanout Each

ZOYSIA GUARDRAIL AND MEDIAN SODDING:

Description

This work consists of installing sod in areas adjacent to guardrail and guiderail sections and in
vegetated medians in accordance with this section as shown on the plans and as directed. The sod
shall be prepared in accordance with the requirements of Section 1664 of the Standard
Specifications and the requirements of this provision.

Materials

Only "approved sod" (trade designation) consisting of 100% Meyer, El Toro, Crowne or Compadre
Zoysia sod shall be used. The sod, machine cut to the supplier’s standard “big roll” sod width (36
to 42”) and length, shall be a 5/8" minimum depth, excluding top growth and thatch, at the time of
cutting. Before cutting, the sod shall be uniformly mowed at a height of 34 to 1. Standard sod
sections shall be sufficiently strong to support their own weight and retain their size and shape
when suspended vertically from a firm grasp on the upper 10% of the section.

The Contractor shall obtain a certificate or limited permit issued by the North Carolina Department

of Agriculture and Consumer Services (1-800-206-9333) or (919-733-6932) stating that the sod
has been found to be free of injurious plant pests.
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Sod shall be delivered on site within 24 hours of being cut (harvested) and be covered by
acceptable means during delivery. A certificate from the sod producer stating the date and time of
sod cutting shall accompany the sod when it arrives at the project site.

The Contractor shall provide sufficient water to meet the requirements of this provision.
Construction Methods
(A)  Soil Preparation

Remove litter and other debris. Mow and satisfactorily dispose of weeds or other unacceptable
growth on the areas to be sodded.

Prior to beginning preparation of the soil to receive sod, all eroded, uneven and rough areas shall
be contour graded and/or filled with soil as directed. The soil shall be scarified or otherwise
loosened to a depth of not less than 3". Clods shall be broken and the top 2" to 3" of soil shall be
worked into an acceptable soil bed by the use of soil pulverizers, drags, or harrows.

After soil preparation, lime and fertilizer shall be uniformly distributed by mechanical means and
thoroughly mixed with the top 3" of the soil by disking, harrowing, or other approved methods.

The Contractor shall be responsible for taking sufficient soil samples - at least one sample per
sodding area or mile, which ever is less - for testing by the North Carolina Department of
Agriculture and Consumer Services, Agronomic Division, Soil Testing Section, to determine the
soil pH and nutrient content. Samples shall be taken in the presence of the Engineer. Results shall
be received by the Engineer directly from the North Carolina Department of Agriculture and
Consumer Services.

Limestone: Based on these results the Contractor shall add limestone, if required, to bring
the soil pH to 6.0 to 6.5. The amount of limestone to be applied will be approved by the
Engineer prior to application.

Sulfur: Based on these results the Contractor shall add sulfur if the pH is greater than 7.0,
to bring the soil pH to 6.0 to 6.5. The amount of sulfur to be applied will be approved by
the Engineer prior to application.

Fertilizer: Fertilizer shall be 10-20-20 analysis and applied at a rate of 300 pounds per acre
or as directed based on the NCDA Consumer Services soil analysis and recommendation.

Application of limestone, sulfur, and fertilizer will be considered incidental to the work of Zoysia
Guardrail and Median Sodding and no direct payment will be made for such.

At the Engineers discretion, in lieu of an NCDA&CS soil report, the rates of lime and fertilizer per
acre are as follows:

5/14/2018



R-3825B EC-38 Johnston County

300# 10-20-20 Fertilizer
4000# Limestone

The area shall then be harrowed, dragged, raked, or prepared by other approved methods which
will give a lawn type finish. All trash, debris and stones larger that 1-%" in diameter or other
obstructions that could interfere with the placing of the sod shall also be removed. The finished
surface shall be moistened with water prior to placing the sod as directed.

(B)  Sod Placement

Sod shall be installed during the dormant period from February 1 through April 15. Sod handling
and placement shall be a continuous process of cutting, transporting and installing including
repairing seams and voids. Sod shall always be installed within 36 hours after being harvested.
Sod shall be watered within 2 hours of installation.

Install sod rolls approximately 12” or as close as practical from the post opposite the edge of
pavement in shoulders and medians parallel to the direction of the guiderail or guardrail. The soil
should be furrowed the approximate width and depth of the sod roll for placement. Sod big rolls
width should be cut in half for placement behind guardrail. Sod installed in vegetated medians
should be installed using the entire width of the big roll and installed offset a minimum of 3 feet
from the edge of pavement or curb along one side of the median.

Any sod or portions of sod rejected by the Engineer during the initial placement shall be removed
from the project and replaced with acceptable sod within 24 hours of notification. The Contractor
shall cease any and all other placement of sod on the project until rejected sod has been replaced.

After sod has been placed, and staked where necessary, according to Section 1664 of the Standard
Specifications, it shall then be rolled or tamped carefully and firmly by means acceptable to the
Engineer to ensure proper soil contact. If rolled, roller shall have a minimum weight of 150 Ib/ft
of roller width. Use of rubber tired equipment to roll shall not be allowed. Metal staples, 12" long
unless otherwise approved, shall be made of 11-gauge new steel wire so as not to bend when
pinned or driven through the sod. Extreme care shall be taken to prevent the installed sod from
being torn or displaced. After rolling or tamping the sod, it shall be watered uniformly and
thoroughly with a minimum of 1" of water, 5.6 gallons per square yard, applied immediately after
installation of sod. In no case shall the time interval between sod placement and initial watering
exceed 2 hours. Water shall be placed to the required quantity through sequential passes to insure
proper coverage and to prevent runoff. A minimum of %" should be placed on each pass.

(C)  Maintenance
The Contractor shall be responsible for all watering and other maintenance (except mowing) as
required to maintain the livability of the sod from installation until final acceptance, including

monitoring the sod to ensure all watering and other maintenance is performed as required.

The Contractor shall be responsible for all watering and other maintenance required to maintain
the livability and health of the sod from installation until completion of the 60-day observation
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period. Additional water shall be applied as needed and as directed to maintain the livability of
the sod. Each additional watering event shall be a minimum of 0.5" of water, 2.8 gallons per
square yard, uniformly applied over the sodded area and may be placed in a series of passes to
prevent runoff, with a minimum of %" on each pass.

Any sod or portions of sod rejected by the Engineer after placement, but prior to beginning the
observation period, shall be removed from the project and replaced with acceptable sod.
Satisfactory replacement of sod shall begin within 10 days of notification. Failure to replace and
repair damaged or dead sod as directed may result in sanctions under Article 108-7 or Article 108-
8 of the Standard Specifications.

(D)  Observation Period

Sodding shall be inspected by the Roadside Environmental Field Operations Engineer to begin and
end the 60-day observation period.

The Contractor shall maintain responsibility for the sod for a 60-day observation period beginning
upon the satisfactory completion and acceptance of all work required in the plans or as directed.
The Contractor shall guarantee the sod under the payment and performance bond in accordance
with Article 109-10 of the Standard Specifications.

After the first 30 days of the 60-day observation period, the Contractor and Engineer shall meet to
review the project and identify dead or damaged sod to be replaced. The Contractor, at no
additional expense to the Department, shall satisfactorily replace any sod that is not in a living and
healthy condition as determined by the Engineer. Replacement sod shall be furnished and installed
in accordance with the same requirements as for initial sodding operation, except that the amounts
of limestone, sulfur, and water may be readjusted as directed. Satisfactory replacement of sod
shall begin within 10 days of notification. Failure to replace and repair damaged or dead sod as
directed may result in sanctions under Article 108-7 or Article 108-8 of the Standard
Specifications. Upon completion and acceptance of the sod repairs, the remaining 30 days of the
observation period shall begin.

(E)  Acceptance

At the end of the 60-day observation period, the sod furnished and installed under this contract
must be in a living and healthy condition, as determined by the Engineer. Acceptance of sod will
be either at the end of the 60-day observation period or at final acceptance of the project, whichever
is later. The sod shall be weed free at time of final acceptance.

Measurement and Payment

Zoysia Guardrail and Median Sodding will be measured and paid for as Sodding in accordance
with Article 1664-5 of the Standard Specifications.

Water will be measured and paid for in accordance with Article 1664-5 of the Standard
Specifications.
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SURFACE APPLICATION OF POLYACRYLAMIDE FOR TEMPORARY SOIL
STABILIZATION:

Description

Polyacrylamide (PAM) can aid in the temporary restraint of erosion and subsequent sediment
loss by surface application practices. Supplementing conventional methods of temporary
groundcover with flocculants enhances turbidity reduction and improves stabilization of
disturbed areas. Application of PAM for surface stabilization is not shown on plans and should
be installed as directed. Work includes furnishing materials and application of PAM in granular
or liquid form.

Materials

The Polyacrylamide (PAM), shall be applied in powder form and shall be anionic or neutrally
charged. Soil samples shall be obtained in areas where the PAM will be placed, and from offsite
material used to construct the roadway, and analyzed for the appropriate PAM flocculant to be
utilized. The PAM product used shall be listed on the North Carolina Department of
Environmental Quality Division of Water Resources web site as an approved PAM product for use
in North Carolina.

Construction Methods

PAM shall be applied at a rate of 30 Ibs per acre or as directed. The PAM may be applied in
granular form or as a liquid form at a concentration of 0.13 oz/gal (1 gram/liter) or as directed
with an equivalent amount of dissolved PAM for a rate of 30 pounds per acre. Broadcast
spreaders or hydro-seeders may be used to spread the PAM flocculant evenly across exposed
areas at the appropriate rate. Apply mixture to soil slopes, stockpiles, and/other areas prior to
temporary mulching or in conjunction with temporary seeding.

Measurement and Payment

Polyacrylamide(PAM) will be measured and paid for by the actual weight in pounds of PAM
applied the soil. Such price and payment will be full compensation for all work covered by this
section, including, but not limited to, furnishing all materials, labor, equipment and incidentals
necessary to apply the Polyacrylamide(PAM).

Payment will be made under:

Pay Item Pay Unit
Polyacrylamide(PAM) Pound

FLOCCULANT BLOCKS:
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Description

Flocculant blocks are semi-hydrated polyacrylamides or other approved flocculants that in a
formed gel used to reduce turbidity in construction stormwater runoff. The flocculant blocks are
installed in ditches and pipes where runoff flows around the block releasing the flocculant into
the water.

Materials

The flocculant block shall contain a minimum of 5 pounds of active Polyacrylamide (PAM),
blended PAM, or other equivalent flocculant contained within a semi-hydrated state and formed
into a gel block. Soil samples shall be obtained in areas where runoff from construction activities
will originate, and from offsite material used to construct the roadway, and analyzed for the
appropriate flocculant to be utilized. The active flocculant used shall be listed on the North
Carolina Department of Environmental Quality Division of Water Resources web site as an
approved flocculant product for use in North Carolina. The flocculant block should be formed
around an internal skeleton or contained within a polypropylene mesh bag. The flocculant block
will also have a rope or other means of attachment to secure to block in place.

Construction Methods

Flocculant blocks are not shown on the plans. Install the flocculant blocks in ditches, pipes,
catch basins, drop inlets and other locations as directed. The block shall be secured to prevent
movement during storm events. Locate the block in the runoff flow at a point near the
origination in order to provide maximum mixing time. Blocks should be suspended above the
base of the ditch or bottom of pipe in heavy sediment laden runoff. Stormwater runoff treated by
flocculant blocks should be directed to sediment basins or special stilling basins. Flocculant
blocks shall be removed and reinstalled if covered or buried with sediment.

Measurement and Payment

Flocculant Blocks will be measured and paid for by the actual number of blocks installed and
accepted. Such price and payment will be full compensation for all work covered by this section,
including, but not limited to, furnishing all materials, labor, equipment and incidentals necessary
to install the Flocculant Blocks.

Payment will be made under:

Pay Item Pay Unit
Flocculant Block Each
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